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Band pass 919 to 923MHz 

Center frequency (Fc) 921MHz 

Frequency bandwidth 4MHz 

Insertion Loss 

<4.8dB（Pass Band）@25°C 

<7dB（Pass Band）@full temp 

Band Ripple 

<2dB@25°C 

<4.2dB @ full temp 

Out of Band Rejection 

@915MHz & 927MHz >70dB @full temp 
@925MHz >60dB@25°C 

@925MHz >50dB@full temp 

Return Loss >20dB 

Input and Output Impedance 50 Ohm 

Max Input Power 10W max 

Temperature range -30°C / +60°C 

Ports In N male  / Out N female 

Dimensions 174.5mm x 82mm x 50 mm max 

Weight <1Kg 

Waterproof IP66 min 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Electrical Specifications 

Band Pass Filter  
TWFCB-921M04-C04M50-N03 

http://www.techniwave.com/
mailto:sales@techniwave.com


  

 Siret: 518 515 713 
 35 rue de Montfort 

 78770 - Thoiry - France 
 Tel : +33(0) 1 34 94 20 43 
 www.techniwave.com 
 sales@techniwave.com  

  

Products and Product Information are Subject to Change Without Notice 
Revision 1 , Novembre 2020 

 

 

 

 

 

All dimensions are in mm 

 
Simulation plot: 

 
 

Outline Drawing 
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