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Electrical Specifications Ta = +25°, Vdd = +12V 
Parameter Unit Specification 

Frequency Range GHz 6  – 18 

Rx Gain dB 35  min 

Gain Horn Antenna dB  20 min 

Rx Gain variation dBc +- 2.5 max 

Noise Figure dB 3.2  max  

Output VSWR dB 1.5 :  1  typ  / 2.2 : 1 max 

1 dB Compression 
Output Power 

dBm +10  min  CW 

Output third-order 
intercept point  

dBm +20  typ.  CW 

DC Supply voltage V +12  min    +17.5 max 

AC Supply voltage Vac 230 / 50 Hz 

Supply Current Ids  A 0.5    max  

Autonomy  h 1.5    min 

Main Features 
 
• Low noise receiver 6 - 18 GHz 

• Horn Antenna with radome cover 

• High Reliability and Ruggedness 

• Connectorized Housing 

• More than 1.5 hours  Autonomy 

• Customization available upon request 

 

Typical Applications 
• Wireless  telecom systems 

• Radiolink applications 

 
 
 

 

 

                                                                                                    
 

 

 

Outdoor RF Receiver 
P/N : TWRX0618 
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All dimensions are in mm 
 

 
 
 
 
 
 
 
 

Environmental Specifications 

Parameter Unit Specification 

Operating Temperature   °C 0°C to +40°C 

Storage Temperature °C -10°C to +85°C 

Mechanical Specifications 

Parameter Unit Specification 

Dimensions (Dia. x L) mm 120 x 242 

RF connectors  2.9 mm - Female 

Outline Drawing 
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Housing and use 
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Electrical Specifications Ta = +25°, Vdd = +12V 
Parameter Unit Specification 

Frequency Range GHz 18  – 26 

Rx Gain dB 35  min 

Gain Horn Antenna dB  20 min 

Rx Gain variation dBc +- 2.5 max 

Noise Figure dB 3.2  max  

Output VSWR dB 1.5 :  1  typ  / 2.2 : 1 max 

1 dB Compression 
Output Power 

dBm +10  min  CW 

Output third-order 
intercept point  

dBm +20  typ.  CW 

DC Supply voltage V +12  min    +17.5 max 

AC Supply voltage Vac 230 / 50 Hz 

Supply Current Ids  A 0.5    max  

Autonomy  h 1.5    min 

Main Features 
 
• Low noise receiver 18 - 26 GHz 

• Horn Antenna with radome cover 

• High Reliability and Ruggedness 

• Connectorized Housing 

• More than 1.5 hours  Autonomy 

• Customization available upon request 
 

Typical Applications 
• Wireless  telecom systems 

• Radiolink applications 

 
 
 

 

 

                                                                                                    
 

 

 

Outdoor RF Receiver 
P/N : TWRX1826 
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All dimensions are in mm 
 

 
 
 

Environmental Specifications 

Parameter Unit Specification 

Operating Temperature   °C 0°C to +40°C 

Storage Temperature °C -10°C to +85°C 

Mechanical Specifications 

Parameter Unit Specification 

Dimensions (Dia. x L) mm 120 x 245  

RF connectors  2.9 mm - Female 

Outline Drawing 
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Housing and use 
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Electrical Specifications Ta = +25°, Vdd = +12V 
Parameter Unit Specification 

Frequency Range GHz 26  – 40 

Rx Gain dB 35  min 

Gain Horn Antenna dB  20 min 

Rx Gain variation dBc +- 2.5 max 

Noise Figure dB 3.2  max  

Output VSWR dB 1.5 :  1  typ  / 2.2 : 1 max 

1 dB Compression 
Output Power 

dBm +10  min  CW 

Output third-order 
intercept point  

dBm +20  typ.  CW 

DC Supply voltage V +12  min    +17.5 max 

AC Supply voltage Vac 230 / 50 Hz 

Supply Current Ids  A 0.5    max  

Autonomy  h 1.5    min 

Main Features 
 
• Low noise receiver 26 - 40 GHz 

• Horn Antenna with radome cover 

• High Reliability and Ruggedness 

• Connectorized Housing 

• More than 1.5 hours  Autonomy 

• Customization available upon request 

 

Typical Applications 
• Wireless  telecom systems 

• Radiolink applications 

 
 
 

 

 

                                                                                                    
 

 

 

Outdoor RF Receiver 
P/N : TWRX2640 
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All dimensions are in mm 
 

 
 
 
 
 
 
 
 
 
 

Environmental Specifications 

Parameter Unit Specification 

Operating Temperature   °C 0°C to +40°C 

Storage Temperature °C -10°C to +85°C 

Mechanical Specifications 

Parameter Unit Specification 

Dimensions (Dia. x L) mm 120 x 293  

RF connectors  2.9 mm - Female 

Outline Drawing 
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Housing and use 
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